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To be read with Preliminaries/ General conditions.

K32/120
 Lockers System: - ‘Aero’
·  Manufacturer: Spectrum Interiors, Unit 9, Knutsford Way, Sealand Industrial Estate, Chester  CH1 4NS
·  Tel: 01244 333488 

·  Email: info@spectruminteriors.co.uk
·  Reference: Spectrum AERO SGL lockers system
Carcass
·  Core Material: Solid grade compact laminate, with incorporated ventilation slots.
·  Base: Formed as part of integral plinth with robust floor fixing points. Metal framing may be required depending on configurations.
·  Colour/Finish: To be selected from Spectrum approved laminate selector.
Doors (SGL – Solid Grade Laminate)
·  Core Material: Manufactured from 10mm decorative Solid Grade Compact Laminate.
·  Colour/Finish: 10mm SGL from the Spectrum Cubicles laminate selector.

·  Edge Treatment: All edges to be radiused to an equal radius and polished.

Ironmongery & Accessories
·  Hinges: Steel five-knuckle semi-concealed type.
·  Lock Type (Default): Robust cam lock with two keys.

·  Lock Options: Electronic Combination Type / Coin Return / Coin Retain.
·  Numbering Option: Plastic escutcheon plate to accommodate name or number card.

·  Hooks: Hanging rail and coat hooks are fitted into one/two-compartment lockers.

·  Plinth: Lockers are typically floor-mounted unless otherwise specified. It is recommended that they are mounted onto a level and secure concrete/timber/SGL plinth.

· Size:

· Typical Dimensions: 1775(h) x 300/400(w) x 450(d)mm.
WORKING DRAWINGS

Produced by Spectrum and to be approved prior to production.

K32/250
INSTALLATION


-
Programming: Do not install lockers before the building is weathertight, wet trades have finished their work, wall and floor finishes are complete, and the building is well dried out.


-
Accuracy: Set out to ensure all lockers are plumb, level and accurately aligned.


-
Modifications: Do not cut, plane or sand prefinished components except where shown on drawings.


-
Fixing: Secure components using methods and fasteners recommended by the locker manufacturer. 


-
Moisture and thermal movement: Make adequate allowance for future movement.


